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(57) ABSTRACT

A video encoding device includes a re-encoding picture type
judgment unit which judges whether a picture is to be taken as
a reference picture or not in a subsequent re-encoding pro-
cess. A prediction error generation unit generates a prediction
error signal so that only a picture to be a reference picture is
formed when an encoded picture is formed. The video encod-
ing device includes a quantization control unit for, when the
re-encoding picture type judgment unit judges that the picture
is to be taken as a reference picture in the subsequent re-
encoding process, controlling so that a quantization step for
quantization by a quantization unit is smaller than a case
where the picture is judged to be taken as a non-reference
picture.
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VIDEO ENCODING DEVICE, VIDEO
ENCODING METHOD, AND VIDEO
ENCODING PROGRAM

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a National Stage of International Appli-
cation No. PCT/JP2010/005001, filed on Aug. 9, 2010, which
claims priority from Japanese Patent Application No. 2009-
203420, filed on Sep. 3, 2009, the contents of all of which are
incorporated herein by reference in their entirety.

TECHNICAL FIELD

The present invention relates to a video encoding device, a
video encoding method, and a video encoding program each
for encoding video data.

BACKGROUND ART

When video data is encoded, encoding methods based on
the standards such as MPEG (Moving Picture Experts
Group)-2, MPEG-4, and H.264/MPEG-4 AVC (Advanced
Video Coding) are used to increase compression efficiency. In
those encoding methods, an intra-coded picture (I picture)
encoded without prediction from other pictures, or an inter-
picture prediction coded picture (P picture or B picture)
encoded by use of prediction from a past picture or past and
future pictures in image display order relative to a target
picture to be encoded can be used. Note that a “picture”
corresponds to a field in a case where a video image of an
interlace method is encoded per field unit, while it corre-
sponds to a frame in a case of a video image of a non-interlace
method (a progressive method). Further, when video data is
encoded, two fields can be put together in one frame in avideo
image of the interlace method to be encoded per frame unit,
and in that case, a “picture” corresponds to a frame. Herein-
after, the inter-picture prediction coding may be referred to as
inter-coding.

The intra-coded picture is used for encoding of the first
picture of avideo image, and further is used for the purpose of
restoring, to a normal image, a disturbed image which occurs
based on a transmission error caused when encoded data of
the video image is transmitted, of allowing reproduction of a
normal image when a video image is reproduced in the middle
thereof, or the like purpose.

An encoding device of a side of transmitting encoded data
and a decoding device of a side of receiving encoded data are
generally provided with a buffer memory having a suitable
capacity for accumulating received encoded data. The buffer
memory is called a VBV (Video Buffering Verifier) buffer in
MPEG-2 and MPEG-4 part.2 while being called CPB (Coded
Picture Buffer) in MPEG-4 AVC. Further, the capacity of a
buffer memory is represented as (transmission ratex0.5 sec-
onds), for example. Because the compression efficiency of an
intra-coded picture is lower than the compression efficiency
of an inter-coded picture, a coding amount of the intra-coded
picture is larger than a coding amount of the inter-coded
picture. Accordingly, when the intra-coded picture and the
inter-coded picture are both included, such a state occurs that
the coding amount fluctuates per picture. The buffer memory
serves as the role to absorb the influence of the fluctuation in
the coding amount.

Further, on the occasion of the use of a B picture, it is
demanded that an I picture and a P picture which come later
than the B picture in display order should be decoded earlier
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than the B picture, and accordingly, a sequential order of
pictures after encoding is changed with respect to an input
order of each image constituting a video image. That is, the
reordering of pictures is performed. FIG. 8 is an explanatory
view to describe the reordering of pictures. When a video
image is input into an encoding device in the order exempli-
fied in FIG. 8(A), the order of pictures in a stream of encoded
data to be transmitted is different from the order shown in
FIG. 8(A), as exemplified in FIG. 8(B). Note that, in FIGS.
8(A) and (B), “B” indicates a B picture, “I” indicates an |
picture, and “P” indicates a P picture. In FIGS. 8(A) and (B),
numerals indicate an input order. Further, in FIG. 8(B), a
prime mark is attached to I, B, and P, but it is just attached
thereto to distinguish differences on data such that I, B, and P
in FIG. 8(A) indicate constituents of a video image before
encoding, while I, B, and P to which a prime mark is attached
in FIG. 8 (B) indicate constituents of a bit stream after encod-
ing.

Transmitted encoded data temporarily stays in a buffer
memory, and further, as shown in FIG. 8, pictures are reor-
dered, thereby causing a delay. That is, with respect to a time
point when the video image is input into the encoding device,
an output time point of a reproduced video image output from
a decoding device delays. Hereinafter, encoding which
causes intra-coded pictures and inter-coded pictures to be
included in an encoded video image may be referred to as
usual delay encoding. Note that as delays, there are delays in
an encoding process and in a decode process and a delay in a
transmission path, too, but the following description focuses
on a delay due to encoded data temporarily staying in a buffer
memory and a delay due to reordering of pictures.

In the usual delay encoding, there are a reference picture,
which is a picture referred to by other pictures in inter-picture
prediction, and a non-reference picture, which is a picture that
is not referred to by other pictures. A reference picture
includes an I picture and a P picture, and a non-reference
picture includes a B picture. Note that, in MPEG-4 AVC, a
reference structure can be layered and the B picture can be
referred to. For example, in regard to a picture group input in
order of 10, B1, B2, B3, and P4, when 10 is assumed an I
picture, P4 is assumed a P picture, and B1, B2, and B3 are
assumed B pictures to perform encoding, such a reference
structure can be taken that B2 is taken as a reference picture,
B2 refers to two pictures of 10 and P4, B1 refers to two
pictures of 10 and B2, and B3 refers to two pictures of B2 and
P4. In any case, since the non-reference picture is not referred
to by other pictures, an error occurring in the non-reference
picture does not propagate in other pictures. However, a
decrease in image quality of the reference picture has an
influence on other pictures.

In view of this, when usual delay encoding is performed in
an encoding device, such control is often performed that a
quantization level in a picture to be a non-reference picture is
increased to restrain an increase of a coding amount after
encoding, and a quantization level in a picture to be a refer-
ence picture is decreased to perform control of preventing a
decrease in image quality (see, for example, Patent Literature
(PTL) D).

Note that, in FIG. 9, “B” indicates a B picture, “I” indicates
an I picture, and “P” indicates a P picture. In FIG. 9, numerals
indicate an input order. Further, a picture indicated by an
arrow corresponds to a reference picture.

As described above, a delay occurs when usual delay
encoding is used, but in a case where bidirectional commu-
nication using a video image is implemented or the like, it is
preferable to prevent the delay while maintaining moderate
compression efficiency. In order to decrease the capacity of
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the buffer memory, the delay can be restrained by substan-
tially equalizing coding amounts of respective pictures and by
restraining the reordering of pictures. In order not to perform
the reordering of pictures, the inter-coded picture may not be
used, or when the inter-coded picture is used, only one-way
prediction may be used.

In order to decrease unevenness in the coding amounts of
respective pictures and not to perform the reordering of pic-
tures, as well as to maintain moderate compression efficiency
and not to ruin an effect of refresh, it is preferable to use only
the intra-coded picture without using the inter-coded picture,
in a case where a bandwidth of a transmission path is wide. In
the meantime, in a case where the bandwidth of the transmis-
sion path is narrow, slice refresh is used, for example. The
slice refresh is atechnique to refresh a screen while using only
the inter-coded picture without using the intra-coded picture.
The technique is also called intra slice refresh.

FIG. 10 is an explanatory view showing a state where an
image (a screen) is refreshed by an I picture. In FIG. 10, each
of areas R,_;, R;, and R ,, surrounded by a rectangle of a
dashed line shows a prediction allowance range. As shown in
FIG. 10, error propagation is limited in the prediction allow-
ance range by restraining reference beyond the prediction
allowance range.

FIG. 11 is an explanatory view to describe the slice refresh.
The slice refresh does not refresh a whole image (one screen)
by the I picture as exemplified in FI1G. 10, but performs such
refresh as shown in FIG. 11 in which a part of a slice (a set of
one or several belt-shaped macroblocks) in a picture is set as
an intra-coding region, the slice of the intra coding area in
each of consecutive pictures is moved, and when predeter-
mined time passes, the slice of the intra coding area goes
through the whole screen (see, for example, PTL 2) In FIG.
11, each of areas R, ,, R, ;, R, and R;,, surrounded by a
dashed line shows a prediction allowance range. Note that, in
the present description and drawings, a subregion constitut-
ing an image, such as a “slice,” may be expressed as a “seg-
ment.” Particularly, a target segment (a refreshed area) to be
refreshed may be expressed as a “refreshed segment”. Fur-
ther, hereinafter, when the expression a “segment” is used, it
refers to either a set of macroblocks having a given shape,
which is not limited to the belt-shape, or one macroblock. For
example, in a case where the number of macroblocks consti-
tuting a picture is n and the refresh is performed so that the
intra-coding area goes through the whole screen when N
pieces of pictures have passed, a subregion in a given picture
constituted by N/n pieces of macroblocks may be used as a
refreshed segment. Further, in FIG. 11, an “intra-coding seg-
ment” corresponds to a refreshed area. A “ordinary encoding
segment” is an area in which intra-coding or inter-coding is
used for.

Further, as shown in an explanatory view of FIG. 12, each
of prediction allowance ranges corresponding to areas R, ,,
R, ;,R,and R, surrounded by dashed lines are defined, but
in each of the prediction allowance ranges, refresh can be
performed even in a case where inter-coding can be also used
without defining a slice of an intra-coding area.

However, generally, the encoding efficiency is higher when
intra-coding is performed in a prediction allowance range,
and therefore the refresh by the intra-coding segment exem-
plified in FIG. 11 is often used. Hereinafter, the refresh exem-
plified in FIGS. 11 and 12 are referred to as gradual refresh.

In a television broadcast system, as well as a case to pro-
vide to audiences video and audio recorded in a storage
medium, there is also a case where captured video and
obtained audio may be provided to audiences in real time,
such as the cases of providing sports programs and news
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reports. When a shooting location is away from a broadcast
station, video and audio are transmitted to the broadcasting
station from the shooting location through a plurality of relay
stations (see, for example, PTL 3). After that, the video and
audio are broadcasted from the broadcasting station to recep-
tion equipment which audiences have. Hereinafter, a shooting
location may be referred to as a video acquisition spot.

Inacase of digital television broadcasting, generally, video
data encoded in an imaging device placed at a video acquisi-
tion spot is transmitted to a broadcast station. Then, video and
audio are transmitted as digital data from the broadcasting
station to reception equipment which audiences have. Fur-
ther, in some cases, received encoded data are decoded in a
relay station and then re-encoded to be transmitted to the
broadcasting station.

CITATION LIST
Patent Literatures

PTL 1: Japanese Patent Application Laid-Open No. 2002-
125232 (paragraph 0007)

PTL 2: Japanese Patent Application Laid-Open No. 2007-
221411 (paragraphs 0005, 0006)

PTL 3: Japanese Patent Application Laid-Open No. 2008-
252755 (paragraphs 0003 to 0005)

SUMMARY OF INVENTION
Technical Problem

Inthe television broadcast system, in cases where captured
video and obtained audio are provided to the audiences in real
time, it is desirable that a delay occurring between the video
acquisition spot and the reception equipment which the audi-
ences have be small. However, generally, a bandwidth of a
transmission path from the broadcasting station to the recep-
tion equipment which the audiences have is not wide. There-
fore, inregard to video data transmitted from the broadcasting
station to the reception equipment which the audiences have,
maintaining of image quality takes precedence over decreas-
ing the delay, and usual delay encoding is used. However,
generally, a bandwidth of a transmission path from the video
acquisition spotto the broadcasting station is wide. In view of
this, in order to decrease an amount of delay from the video
acquisition spot to the reception equipment which the audi-
ences have, it is conceivable that the video acquisition spot
uses encoding only by intra-coding or uses encoding using
gradual refresh.

In a case where usual delay encoding is used for video data
transmitted from the broadcasting station to the reception
equipment which the audiences have, when the video acqui-
sition spot uses encoding only by intra-coding or encoding
using gradual refresh, a data stream including only intra-
coded pictures transmitted from the video acquisition spot or
a data stream using gradual refresh is decoded once in the
broadcasting station and the like, and then re-encode by usual
delay encoding.

Hereinafter, an encoding process performed at the video
acquisition spot is referred to as a previous encoding process,
and re-encoding performed at the broadcasting station and the
like is referred to as a subsequent encoding process.

In a video data transmission system in which encoded data
of video is transmitted to the reception equipment which the
audiences have from the video acquisition spot via the relay
station and the broadcasting station, if the subsequent encod-
ing process by usual delay encoding is not taken into consid-
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eration in quantization control at the time of performing the
previous encoding process, that is, quantization control at the
time of performing the encoding process only by intra-coding
or the encoding process by use of gradual refresh performed
at the video acquisition spot, the same quantization control is
performed regardless of whether a picture is to be taken as a
reference picture or a non-reference picture in re-encoding.

FIG. 13 is an explanatory view showing an example of a
relation between a data stream (see FIG. 13 (A)) of encoded
data by the previous encoding process and a data stream (see
FIG. 13 (B)) of encoded data re-encoded at the subsequent
stage. It is assumed that usual delay encoding is performed in
the subsequent encoding process, and, in the usual delay
encoding, such control is performed that a quantization level
in a non-reference picture is increased while a quantization
level in a reference picture is decreased (see FIG. 13(B)). In
FIG. 13, “B” indicates a B picture, “I” indicates an I picture,
and “P” indicates a P picture. Further, in FIG. 13(B), an |
picture and a P picture respectively indicated by “I” and “P”
drawn large indicate pictures quantized with a relatively
small quantization level. Further, in FIG. 13(A), it is assumed
that a quantization level of each P picture is the same.

In the subsequent re-encoding process, in a case where
re-encoding is performed after encoded data formed in the
previous encoding process has been decoded, even if such
control is performed that the quantization level in the refer-
ence picture is decreased, an effect to restrain degradation in
image quality may be decreased. This is because, as shown in
FIG. 13(A), image quality of all pictures has been degraded to
some extent in the previous encoding process in which all
pictures are changed to P pictures by use of a uniform quan-
tization level.

FIG. 14 is an explanatory view showing an example of a
relation between a data stream (see FIG. 14(A)) of encoded
data in a case where gradual refresh is performed in the
previous encoding process and a data stream (see F1G. 14 (B))
of'encoded data which is re-encoded at the subsequent stage.
In FIG. 14, “B” indicates a B picture, “I” indicates an I
picture, and “P” indicates a P picture. An area shown with
slanted lines in FIG. 14(A) is arefreshed area. Further, in FIG.
14(B), an I picture and a P picture respectively indicated by
“I” and “P” drawn large indicate pictures quantized with a
relatively small quantization level.

In the subsequent re-encoding process, generally, such
controlis performed that a quantization level in a picture to be
a picture (a non-reference picture) which is not a reference
picture is increased so as to restrain an increase in coding
amount after encoding while a quantization level in a picture
to be a reference picture is decreased. In view of this, when
gradual refresh in the previous encoding process is performed
without taking into consideration the control of the quantiza-
tion level in the subsequent re-encoding process, the quanti-
zation level of a picture to be taken as a non-reference picture
in the subsequent re-encoding process is relatively larger than
the quantization level in the previous encoding process, and a
coding amount assigned to the picture in the previous encod-
ing process might be wasted. That is, in the whole video data
transmission system, encoding efficiency might decrease. In
other words, image quality obtained by the same coding
amount might decreases, or a coding amount to obtain the
same image quality might increase.

In view of this, an object of the present invention is to
provide a video encoding device, a video encoding method,
and a video encoding program each of which can improve
encoding efficiency in a whole video data transmission sys-
tem in a case where re-encoding is performed in a device for
receiving encoded data through a transmission path.
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Solution to Problem

A video encoding device according to the present invention
includes: prediction error generation means for generating a
prediction error signal from image data and a predicted value
generated by an inter-prediction part or an intra-prediction
part; quantization means for quantizing the prediction error
signal generated by the prediction error generation means;
and re-encoding picture type judgment means for judging
whether a picture is to be taken as a reference picture or not in
a subsequent re-encoding process, wherein the prediction
error generation means generates the prediction error signal
so that only a picture to be a reference picture is formed when
the encoded picture is formed, and the encoding device
includes quantization control means for, when the re-encod-
ing picture type judgment means judges that the picture is to
be taken as a reference picture in the subsequent re-encoding
process, controlling so that a quantization step for quantiza-
tion by the quantization means is smaller than a case where
the picture is judged to be taken as a non-reference picture.

A video encoding device according to another aspect of the
present invention is a video encoding device for intra-coding
image data in an input video image to form an encoded
picture, and includes: prediction error generation means for
generating a prediction error signal from image data and a
predicted value generated by an intra-prediction part; quan-
tization means for quantizing the prediction error signal gen-
erated by the prediction error generation means; re-encoding
picture type judgment means for judging whether a picture is
to be taken as a reference picture or not in a subsequent
re-encoding process; and quantization control means for,
when the re-encoding picture type judgment means judges
that the picture is to be taken as a reference picture in the
subsequent re-encoding process, controlling so that a quanti-
zation step for quantization by the quantization means is
smaller than a case where the picture is judged to be taken as
a non-reference picture.

A video encoding method according to the present inven-
tion includes: generating a prediction error signal from image
data and a predicted value generated by an inter-prediction
process or an intra-prediction process; quantizing the predic-
tion error signal thus generated; judging whether a picture is
to be taken as a reference picture or not in a subsequent
re-encoding process; generating a prediction error signal so
that only a picture to be a reference picture is formed when an
encoded picture is formed; and controlling, when the picture
is judged to be taken as a reference picture in the subsequent
re-encoding process, so that a quantization step for quantiza-
tion is smaller than a case where the picture is judged to be
taken as a non-reference picture.

A video encoding program according to the present inven-
tion is to cause a computer to execute the following processes:
a process of generating a prediction error signal from image
data and a predicted value generated by an inter-prediction
process or an intra-prediction process; a process of quantizing
the prediction error signal thus generated; a process of judg-
ing whether a picture is to be taken as a reference picture or
not in a subsequent re-encoding process; a process of gener-
ating a prediction error signal so that only a picture to be a
reference picture is formed when an encoded picture is
formed; and a process of controlling, when the picture is
judged to be taken as a reference picture in the subsequent
re-encoding process, so that a quantization step for quantiza-
tion is smaller than a case where the picture is judged to be
taken as a non-reference picture.

Advantageous Effects of Invention

According to the present invention, in a case where re-
encoding is performed in a device for receiving encoded data
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through a transmission path, encoding efficiency can be
improved in a whole video data transmission system.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a block diagram showing a first exemplary
embodiment of a video encoding device according to the
present invention.

FIG. 2 is a block diagram showing an example of a video
data transmission system to which an encoding device
according to the present invention can be applied.

FIG. 3 is a flowchart showing the behavior of an encoding
device.

FIG. 4 is an explanatory view showing an example of a
relation between a stream of encoded data and a stream of
encoded data re-encoded at a subsequent stage.

FIG. 5 is a block diagram showing an exemplary configu-
ration of an encoding device of a second exemplary embodi-
ment.

FIG. 6 is a block diagram showing main blocks in an
encoding device according to the present invention.

FIG. 7 is a block diagram showing main blocks in an
encoding device according to the present invention.

FIG. 8 is an explanatory view to describe reordering of
pictures.

FIG.9is an explanatory view showing a reference relation-
ship between pictures.

FIG. 10 is an explanatory view showing a state where a
screen is refreshed by an I picture.

FIG. 11 is an explanatory view to describe slice refresh.

FIG. 12 is an explanatory view to describe a prediction
allowance range.

FIG. 13 is an explanatory view showing an example of a
relation between a stream of encoded data and a stream of
encoded data re-encoded at a subsequent stage.

FIG. 14 is an explanatory view showing an example of a
relation between a stream of encoded data in a case where
gradual refresh is performed and a stream of encoded data
re-encoded at a subsequent stage.

DESCRIPTION OF EMBODIMENTS
Exemplary Embodiment 1

FIG. 1 is a block diagram showing a first exemplary
embodiment of a video encoding device according to the
present invention. In the video encoding device shown in FI1G.
1, each input image constituting an input video image is input
into a subtracter 11, a quantization control unit 12, and a
motion detection unit 19. Hereinafter, as a picture, a frame is
taken as an example. The subtracter 11 generates a prediction
error signal per macroblock unit in the input image. The
macroblock is a subregion into which the input image is
divided, and is typically a rectangular area with 16x16 pixels.
The subtracter 11 generates a prediction error signal by sub-
tracting, from data of a macroblock, a predicted value output
from an intra-frame prediction unit (an intra-prediction unit)
17 or an inter-frame prediction unit (an inter-prediction unit)
18. Hereinafter, the video encoding device is referred to as an
encoding device.

The quantization control unit 12 determines a quantization
parameter based on the input image and an generated coding
amount, and outputs the quantization parameter thus deter-
mined. The quantization parameter includes a concept of a
quantization step size or a quantization level.

A frequency conversion part in a frequency conversion/
quantization unit 13 performs discrete cosine transform
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(DCT) on the prediction error signal generated by the sub-
tracter 11 so as to convert the prediction error signal from a
signal of a spatial region to a signal of a frequency region,
thereby forming a DCT coefficient. A quantization part in the
frequency conversion/quantization unit 13 quantizes the DCT
coefficient formed by the frequency conversion part with a
quantization level determined by a quantization control unit
12. A variable length coding unit 21 performs variable length
coding the DCT coefficient thus quantized, and outputs itas a
stream of encoded data.

An inverse quantization part in an inverse quantization/
inverse frequency conversion unit 14 inversely quantizes the
DCT coefficient output from the frequency conversion/quan-
tization unit 13. An inverse frequency conversion part in the
inverse quantization/inverse frequency conversion unit 14
performs inverse DCT on the DCT coefficient thus inversely
quantized to reproduce the prediction error signal of the spa-
tial region.

An adder 15 adds the prediction error signal output from
the inverse quantization/inverse frequency conversion unit 14
and the predicted value output from the intra-frame prediction
unit 17 or the inter-frame prediction unit 18 to reproduce an
image frame, and stores the image frame thus reproduced in a
frame memory 16 as a reference frame.

The motion detection unit 19 detects a motion vector that
minimizes the prediction error signal of the macroblock of the
input image from a reference frame stored in the frame
memory 16, and outputs it to the inter-frame prediction unit
18.

An adaptive prediction selection unit 20 is a switch to
select an output of the intra-frame prediction unit 17 or an
output of the inter-frame prediction unit 18 as a signal to be
output to the subtracter 11. The adaptive prediction selection
unit 20 selects the output of the intra-frame prediction unit 17
when intra-coding is performed, while selecting the output of
the inter-frame prediction unit 18 when inter-coding is per-
formed.

Note that the encoding device shown in FIG. 1 can be
implemented by a hardware circuit, but it can be also imple-
mented by a processor for executing a process based on a
program. On this account, the process in the encoding device
described below can be implemented by software.

Further, a feature of the present exemplary embodiment is
that a re-encoding picture type judgment unit 10 for forming
a control signal to be fed to a quantization control unit 12
based on an input image is provided.

Further, in the present exemplary embodiment, the inter-
frame prediction unit 10 performs only an encoding process
in which a past picture relative to a target picture to be
encoded in image display order is taken as a reference picture,
and does not perform an encoding process using prediction
from past and future pictures relative to the target picture to be
encoded. That is, the encoding device performs an encoding
process using only one-direction prediction in a case where
the encoding process is performed with the use of inter-frame
prediction. More specifically, the encoding device outputs
only P pictures. Note that in the present exemplary embodi-
ment, the encoding device may be configured to perform an
encoding process without using inter-frame prediction. In the
case where the encoding device is configured as such, the
encoding device outputs only I pictures. Further, in that case,
the encoding device does not need to include constituents
related to the inter-frame prediction.

FIG. 2 is a block diagram showing an example of a video
data transmission system to which the encoding device
according to the present invention can be applied. In the
system shown in FIG. 2, a stream of encoded data based on a
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video image captured by a camera 31 placed in a video acqui-
sition spot is transmitted to a local broadcast station 33
through a communication network 32. The communication
network 32 is, for example, an IP network including a radio
transmission path. A broadcasting facility (not shown) in the
local broadcast station 33 and a broadcasting facility (not
shown) in a key station 35 communicate with each other
through a transmission path 34.

Further, a stream of encoded data based on a video image
captured by a camera 41 carried by a field pickup van (not
shown), for example, is transmitted through a microwave link
42 to an FPU (field Pickup Unit) 43 which is a radio-relay
device in arelay point. A plurality of relay points may exist in
some cases. Then, the stream is transmitted from the FPU 43
to the local broadcast station 33 through a transmission path
44.

In the local broadcast station 33, broadcasting (digital
broadcasting) with digital signals using the stream of encoded
data is performed by its broadcasting facility with respect to
reception equipment (for example, television receivers) 51
and 52 of audiences. Further, in the key station 35, the digital
broadcasting using the stream of encoded data is performed
by its broadcasting facility with respect to reception equip-
ment 61 and 62 of audiences.

Transmission paths from the cameras 31 and 41 to the local
broadcast station 33 have relatively large bandwidths. Fur-
ther, the transmission path between the local broadcast station
33 and the key station 35 also has a relatively large bandwidth.
On this account, in a case where encoded data of a video
image is transmitted to those transmission paths, encoding
only by intra-coding or encoding using gradual refresh is
often used.

However, transmission paths between the local broadcast
station 33 and the reception equipment 51 and 52 and trans-
mission paths between the key station 35 and the reception
equipment 61 and 62 do not have so wide bandwidths. Fur-
ther, in the digital broadcasting, it is demanded that encoding
be performed based on a predetermined standard. Accord-
ingly, the local broadcast station 33 and the key station 35
perform, for example, digital broadcasting by use of encoded
data obtained by usual delay encoding. In a case where a
video image obtained by the camera 31 or 41 is distributed to
the audiences immediately, the local broadcast station 33 and
the key station 35 decode data based on encoding only by
intra-coding or encoding using gradual refresh, and subse-
quently, perform re-encoding by usual delay encoding.

Note that the system shown in FIG. 2 is an example, and the
system to which the encoding device according to the present
invention can be applied is not limited to the system shown in
FIG. 2.

Further, in the system exemplified in FIG. 2, the cameras
31 and 41 placed at the video acquisition spots are equipped
with the encoding device exemplified in FIG. 1.

In a case where re-encoding by usual delay encoding is
performed in the local broadcast station 33 and the key station
35, it is assumed that such control (see FIG. 13(B)) is per-
formed that a quantization level in a picture to be a non-
reference picture is increased while a quantization level in a
picture to be a reference picture is decreased. Hereinafter, a
spot where re-encoding is performed is referred to as a re-
encoding spot.

In the meantime, from the viewpoint that the increase in the
coding amount is permissible to some extent because the
bandwidth of the transmission path is large, it is assumed that
the encoding device at a video acquisition spot performs
encoding only by use of picture types that can be a reference
picture (an I picture and a P picture).
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The encoding device at a video acquisition spot estimates a
picture to be a reference picture in re-encoding performed at
a re-encoding spot, and decreases a quantization level for
encoding the picture estimated to be a reference picture so as
to be smaller than a quantization level for encoding a picture
estimated not to be a reference picture. In a case where such
control is not performed, such a situation may occur that with
respect to a picture of which a quantization level is to be
decreased in re-encoding at a re-encoding spot, a rough quan-
tization level is used in encoding at the video acquisition spot.
With respect to the picture for which a rough quantization
level is used in encoding at the video acquisition spot, even if
the quantization level is decreased in re-encoding, the pre-
vention of degradation in image quality cannot be expected.
However, in the present exemplary embodiment, the quanti-
zation level of the picture estimated to be a reference picture
in re-encoding at a re-encoding spot is decreased at the video
acquisition spot, thereby making it possible to prevent the
degradation in image quality. In other words, encoding effi-
ciency in the whole system from the video acquisition spot to
the reception equipment of audiences is improved.

The following describes the behavior of the encoding
device with reference to a flowchart of FIG. 3.

The re-encoding picture type judgment unit 10 selects a
picture type considered to be selected in the subsequent re-
encoding with respect to each picture (a frame in the present
exemplary embodiment) constituting input video data (Step
S1). As a method of selecting a picture type, any well-known
method may be used, but the re-encoding picture type judg-
ment unit 10 uses the following method as an example.

In a case where an average quantization level in pictures
when each of the pictures is encoded is represented as Q and
a generated coding amount is represented as S, a feature
amount X (=SxQ) represented by (SxQ) is assumed a com-
plexity. In a case where a complexity of latest encoding as an
I picture is represented as X, and a complexity of latest encod-
ing as a P picture is represented as X,,, when the following
expression:

X/X)>T

is satisfied with respect to a threshold value T defined by a bit
rate, a distance between reference pictures is assumed “1.”
Otherwise, the distance between reference pictures is
assumed “3.”

The distance between reference pictures is a time distance
between a picture that can be a reference picture and a picture
that can be a reference picture subsequently. When the dis-
tance between reference pictures is “17, apicture just after the
picture that can be a reference picture is also taken as a picture
that can be a reference picture. When the distance between
reference pictures is “3”, a picture which is the third picture
coming after the picture that can be a reference picture is
taken as a picture that can be a reference picture.

The re-encoding picture type judgment unit 10 outputs a
control signal indicative of a picture type to the quantization
control unit 12 with respect to each picture constituting the
input video data (Step S2).

When the control signal indicates a reference picture, the
quantization control unit 12 decreases a quantization step size
as compared with a case where the control signal does not
indicate a reference picture (Steps S3 and S4). In other words,
the quantization level is decreased. When the control signal
does not indicate a reference picture, that is, when the control
signal indicates a non-reference picture, the quantization con-
trol unit 12 increases the quantization step size as compared
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with the case where the control signal indicates a reference
picture (Steps S3 and S5). In other words, the quantization
level is increased.

Note that when the control signal from the re-encoding
picture type judgment unit 10 indicates a reference picture, a
corresponding picture is taken as a reference picture in re-
encoding performed by a subsequent device communicably
connected to the encoding device exemplified in FIG. 1
through a transmission path. When the control signal from the
re-encoding picture type judgment unit 10 indicates a non-
reference picture, a corresponding picture is taken as a non-
reference picture in re-encoding performed by a subsequent
device communicably connected to the encoding device
exemplified in FIG. 1 through a transmission path.

Further, in the present exemplary embodiment, the quan-
tization control unit 12 changes the quantization level
depending on whether the control signal from the re-encoding
picture type judgment unit 10 indicates a non-reference pic-
ture or a reference picture, but the encoding device changes
all encoding types of pictures to be actually encoded into the
1 picture or the P picture. When all the encoding types of the
pictures to be actually encoded are changed to the I picture,
the adaptive prediction selection unit 20 always selects the
output of the intra-frame prediction unit 17. In the meantime,
when all the encoding types of the pictures to be actually
encoded are changed to the P picture, the adaptive prediction
selection unit 20 selects either the output of the intra-frame
prediction unit 17 or the output of the inter-frame prediction
unit 18, but the inter-frame prediction unit 18 outputs a pre-
dicted value using only one-direction prediction.

FIG. 4 is an explanatory view showing an example of a
relation between a stream of encoded data according to the
encoding device exemplified in FIG. 1 and a stream of
encoded data re-encoded at a subsequent stage. In FIG. 4(A),
it is exemplified that the encoding device transmits a data
stream constituted by only P pictures. In FIG. 4(A), “P”
indicates a P picture, but a P picture indicated by “P” drawn
large indicates a picture quantized with a relatively small
quantization level.

As shown in FIG. 4(B), a subsequent device for re-encod-
ing sets a picture quantized with a small quantization level by
the encoding device to a reference picture (an I picture or a P
picture).

Note that as a method in which the subsequent device
specifies a picture quantized with a small quantization level
by the encoding device, that is, a method in which the subse-
quent device specifies a picture estimated to be a reference
picture by the encoding device, there are the following meth-
ods, for example.

As described above, in a case where the encoding device
judges whether a picture is to be a reference picture or a
non-reference picture based on a complexity X of an image,
the subsequent device determines whether the picture is to be
a reference picture or a non-reference picture based on the
complexity X of the image according to the same algorithm as
an algorithm used by the encoding device for judgment. In
that case, the encoding device does not need to transmit, to the
subsequent device, information to specify a picture quantized
with a small quantization level.

Alternatively, the subsequent device may detect an average
quantization step of each picture by referring to a plurality of
past and future pictures relative to the each picture, so as to
sort the each picture into a group where the average quanti-
zation step is large or a group where the average quantization
step is small. In that case, pictures belonging to the group
where the average quantization step is small are changed to
reference pictures, and pictures belonging to the group where
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the average quantization step is large are changed to non-
reference pictures. Even when such control is performed, the
encoding device does not need to transmit, to the subsequent
device, information to specify a picture quantized with a
small quantization level.

Further, the encoding device may transmit supplemental
information to specify a picture quantized with a small quan-
tization level, together with encoded data. For example, in
MPEG-2 and MPEG-4 part.2, supplemental information is
set in an area of user_data. In MPEG-4 AVC, supplemental
information is set in an SEI (Supplemental Enhancement
Information) message. Further, it is also possible to set
supplemental information in a system layer, for example,
areas of MPEG-2 TS (Transport Stream) and MPEG-2 PS
(Program Stream).

Note thatin the present exemplary embodiment, the encod-
ing device judges whether a picture is to be a reference picture
or a non-reference picture depending on a complexity of an
image, but may handle all pictures as reference pictures.

Exemplary Embodiment 2

In the first exemplary embodiment, a configuration about a
refresh control is omitted, but the encoding device may per-
form a predetermined refresh control. FIG. 5 is a block dia-
gram showing an exemplary configuration of an encoding
device according to a second exemplary embodiment which
performs a refresh control.

The encoding device exemplified in FIG. 5 includes a
refresh control unit 22. The refresh control unit 22 performs a
process of setting a refreshed area (a refreshed unit area) in
each frame. Then, the refresh control unit 22 supplies a
refresh control signal for refresh to an intra-frame prediction
unit 17 and a motion detection unit 19. The refresh control
signal is a signal indicative of the refresh area. Note that the
refresh control signal may include information indicative of a
prediction allowance range.

When the refresh control signal is input, an adaptive pre-
diction selection unit 20 selects only an output of the intra-
frame prediction unit 17. That is, refresh is performed by
intra-coding.

Note that if it is set not to perform reference beyond a
prediction allowance range, inter-coding may be used in a
refreshed segment. In that case, the adaptive prediction selec-
tion unit 20 selects an output of the inter-frame prediction unit
18 when the refresh control signal is input.

Further, in the present exemplary embodiment, gradual
refresh (see FIGS. 11 and 14(A)) is used basically. Thus, the
intra-frame prediction unit 17 limits a prediction range in a
frame to a prediction allowance range. That is, the intra-frame
prediction unit 17 is set not to form a predicted value beyond
the prediction allowance range. Further, the motion detection
unit 19 is set not to generate a motion vector beyond the
prediction allowance range. As a result, the adaptive predic-
tion selection unit 20 can exclude predicted values by the
intra-frame prediction unit 17 beyond the prediction allow-
ance range and predicted values by the inter-frame prediction
unit 18 beyond the prediction allowance range.

Note that instead of setting the motion detection unit 19 not
to generate a motion vector beyond the prediction allowance
range, the adaptive prediction selection unit 20 may be con-
figured to select the output of the intra-frame prediction unit
17 when detecting a motion vector beyond the prediction
allowance range being output from the motion detection unit
19.

Note that the control except the refresh is the same as the
control in the first exemplary embodiment.
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As has been described above, in the above exemplary
embodiment, when the re-encoding picture type judgment
unit 10 judges that a picture is to be taken as a reference
picture in a subsequent re-encoding process, control is per-
formed so that a quantization step for quantization by the
quantization part is smaller than a case where it is judged that
the picture is to be taken as a non-reference picture, thereby
making it possible to improve encoding efficiency in a whole
system.

Further, as a comparative example, encoding efficiency
was measured with the use of an encoding device which
performs gradual refresh shown in FIG. 11 by use of an
encoding system based on H.264/MPEG-4 AVC, and a sub-
sequent re-encoding device which performs a process of
refreshing a whole image (one screen) by an I picture as
shown in FIG. 10 by use of an encoding system based on
MPEG-2. Further, encoding efficiency was measured with the
use of the encoding device of the present exemplary embodi-
ment and a subsequent re-encoding device which performs a
process of refreshing a whole image (one screen) by an I
picture as shown in FIG. 10 by use of an encoding system
based on MPEG-2. In the case where the encoding device of
the present exemplary embodiment was used, the encoding
efficiency was improved by about 10% as compared with the
comparative example.

Note that each of the above exemplary embodiments takes
as an example a case where the encoding device is applied to
the video data transmission system in which encoded data of
video is transmitted to reception equipment which audiences
have from a video acquisition spot via relay stations and
broadcasting stations, but the applications of the encoding
device according to the present invention are not limited to
such a system. For example, the present invention can be
applied to an encoding device used in a bidirectional commu-
nication.

FIG. 6 is a block diagram showing main blocks in the
encoding device according to the present invention. As shown
in FIG. 6, the encoding device includes: prediction error
generation means 101 (corresponding to the subtracter 11, the
adaptive prediction selection unit 20, the intra-frame predic-
tion unit 17, the inter-frame prediction unit 18, the motion
detection unit 19, and the frequency conversion part in the
frequency conversion/quantization unit 13 in the example
shown in FIG. 5) for generating a prediction error signal from
image data and a predicted value generated by an inter-pre-
diction part or an intra-prediction part; quantization means
102 (corresponding to the quantization part in the frequency
conversion/quantization unit 13 in the example shown in FIG.
5) for quantizing the prediction error signal generated by the
prediction error generation means 101; and re-encoding pic-
ture type judgment means 103 (corresponding to the re-en-
coding picture type judgment unit 10 in the example shown in
FIG. 5) for judging whether a picture is to be taken as a
reference picture or not in a subsequent re-encoding process,
wherein the prediction error generation means 101 generates
the prediction error signal so that only a picture to be a
reference picture is formed when an encoded picture is
formed, and the encoding device further includes quantiza-
tion control means 104 (corresponding to the quantization
control unit 12 in the example shown in FIG. 5) for, when the
re-encoding picture type judgment means 103 judges that the
picture is to be taken as a reference picture in the subsequent
re-encoding process, controlling so that a quantization step
for quantization by the quantization means 102 is smaller
than a case where the picture is judged to be taken as a
non-reference picture.
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As shown in FIG. 7, the encoding device may be configured
such that the encoding device includes refreshed refresh
means 105 (implemented by the refresh control unit 22, the
intra-frame prediction unit 17, the inter-frame prediction unit
18, and the adaptive prediction selection unit 20, in the
example shown in FIG. 5) for refreshing such that a partial
area in a picture is assumed as a refreshed unit area in which
encoding by intra-coding is performed and the refreshed unit
area is moved on a picture-by-picture basis within a predic-
tion allowance range constituted by a plurality of pictures,
and the prediction error generation means 101 excludes those
predicted values by the intra-prediction part and the inter-
prediction part which are beyond the prediction allowance
range to generate the prediction error signal.

Further, the encoding device may be configured such that
the encoding device includes refresh means 105 for refresh-
ing such that a partial area in a picture is assumed as a
refreshed unit area in which encoding by inter-coding is per-
formed and the refreshed unit area is moved on a picture-by-
picture basis within a prediction allowance range constituted
by a plurality of pictures, and the prediction error generation
means 101 excludes those predicted values by the intra-pre-
diction part and the inter-prediction part which are beyond the
prediction allowance range to generate the prediction error
signal.

The prediction error generation means 101 may be config-
ured to generate the prediction error signal from a predicted
value using only one-direction prediction, in a case of using a
predicted value generated by the inter-prediction part to form
a picture to be a reference picture. In such a configuration,
degree of increase and decrease in a coding amount per pic-
ture is restrained, thereby making it possible to decrease an
amount of delay.

The prediction error generation means 101 may be config-
ured to generate the prediction error signal only by use of a
predicted value generated by the intra-prediction part to form
a picture to be a reference picture. In such a configuration,
degree of increase and decrease in a coding amount per pic-
ture is restrained, thereby making it possible to decrease an
amount of delay.

The prediction error generation means 101 may be config-
ured to always use a predicted value generated by the intra-
prediction part to generate the prediction error signal. That is,
the encoding device may be configured to output all pictures
as intra-coded pictures.

The present invention has been described with reference to
the exemplary embodiments and examples as described
above, but the present invention is not limited to the exem-
plary embodiments and the examples. Various changes that a
person skilled in the art can understand can be made for the
configuration and details of the present invention within a
scope of the present invention.

This application claims priority based on Japanese Patent
Application No. 2009-203420 filed on Sep. 3, 2009, the entire
contents of which are hereby incorporated by reference.

REFERENCE SIGNS LIST

10 Re-encoding picture type judgment unit

11 Subtracter

12 Quantization control unit

13 Frequency conversion/quantization unit

14 Inverse quantization/inverse frequency conversion unit
15 Adder

16 Frame memory

17 Intra-frame prediction unit

18 Inter-frame prediction unit
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19 Motion detection unit

20 Adaptive prediction selection unit
21 Variable length coding unit

22 Refresh control unit

31, 41 Camera

32 Communication network

33 Local broadcast station

34 Transmission path

35 Key station

42 Microwave link

43 FPU

44 Transmission path

51, 52, 61, 62 Reception equipment
101 Prediction error generation means
102 Quantization means

103 Re-encoding picture type judgment means
104 Quantization control means

105 Refresh means

The invention claimed is:

1. A video encoding device for inter-coding or intra-coding
image data in an input video image to form an encoded
picture, the video encoding device comprising:

a hardware including a processor;

a prediction error generation unit, implemented by the
processor, which generates a prediction error signal
from image data and a predicted value generated by an
inter-prediction part or an intra-prediction part;

a quantization unit, implemented by the processor, which
quantizes the prediction error signal generated by the
prediction error generation unit;

a re-encoding picture type judgment unit, implemented by
the processor, which judges whether a picture is to be
taken as a reference picture or not in a subsequent re-
encoding process; and

a refresh unit, implemented by the processor, which
refreshes such that a partial area in a picture is assumed
as a refreshed unit area in which encoding by intra-
coding is performed and the refreshed unit area is moved
on a picture-by-picture basis within a prediction allow-
ance range constituted by a plurality of pictures,

wherein the prediction error generation unit generates the
prediction error signal so that only a picture to be a
reference picture is formed when the encoded picture is
formed, and the encoding device further comprises a
quantization control unit, implemented by the processor,
which, when the re-encoding picture type judgment unit
judges that the picture is to be taken as a reference
picture in the subsequent re-encoding process, controls
so that a quantization step for quantization by the quan-
tization unit is smaller than a case where the picture is
judged to be taken as a non-reference picture,

wherein the prediction error generation unit excludes those
predicted values by the intra-prediction part and the
inter-prediction part which are beyond the prediction
allowance range to generate the prediction error signal.

2. The video encoding device according to claim 1,
wherein the refresh unit refreshes such that a partial area in a
picture is assumed as a refreshed unit area in which encoding
by inter-coding is performed and the refreshed unit area is
moved on a picture-by-picture basis within a prediction
allowance range constituted by a plurality of pictures.

3. The video encoding device according to claim 1,
wherein: the prediction error generation unit generates the
prediction error signal from a predicted value using only
one-direction prediction, in a case of using a predicted value
generated by the inter-prediction part to form a picture to be
a reference picture.
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4. The video encoding device according to claim 1,
wherein: the prediction error generation unit generates the
prediction error signal only by use of a predicted value gen-
erated by the intra-prediction part to form a picture to be a
reference picture.

5. The video encoding device according to claim 1,
wherein: the prediction error generation unit always uses a
predicted value generated by the intra-prediction part to gen-
erate the prediction error signal.

6. A video encoding device for intra-coding image data in
an input video image to form an encoded picture, the video
encoding device comprising:

a hardware including a processor;

a prediction error generation unit, implemented by the
processor, which generates a prediction error signal
from image data and a predicted value generated by an
intra-prediction part;

a quantization unit, implemented by the processor, which
quantizes the prediction error signal generated by the
prediction error generation unit;

a re-encoding picture type judgment unit, implemented by
the processor, which judges whether a picture is to be
taken as a reference picture or not in a subsequent re-
encoding process;

a quantization control unit, implemented by the processor,
which, when the re-encoding picture type judgment unit
judges that the picture is to be taken as a reference
picture in the subsequent re-encoding process, controls
so that a quantization step for quantization by the quan-
tization unit is smaller than a case where the picture is
judged to be taken as a non-reference picture; and

a refresh unit, implemented by the processor, which
refreshes such that a partial area in a picture is assumed
as a refreshed unit area and the refreshed unit area is
moved on a picture-by-picture basis within a prediction
allowance range constituted by a plurality of pictures,
wherein the prediction error generation unit excludes
that predicted value by the intra-prediction part which is
beyond the prediction allowance range to generate the
prediction error signal.

7. A video encoding method for inter-coding or intra-cod-
ing image data in an input video image to form an encoded
picture, the video encoding method comprising:

generating a prediction error signal from image data and a
predicted value generated by an inter-prediction process
or an intra-prediction process;

quantizing the prediction error signal thus generated;

judging whether a picture is to be taken as a reference
picture or not in a subsequent re-encoding process;

generating a prediction error signal so that only a picture to
be a reference picture is formed when the encoded pic-
ture is formed;

controlling, when the picture is judged to be taken as a
reference picture in the subsequent re-encoding process,
so that a quantization step for quantization is smaller
than a case where the picture is judged to be taken as a
non-reference picture; and

refreshing such that a partial area in a picture is assumed as
a refreshed unit area in which encoding by intra-coding
is performed and the refreshed unit area is moved on a
picture-by-picture basis within a prediction allowance
range constituted by a plurality of pictures, wherein
those predicted values by the intra-prediction process
and the inter-prediction process which are beyond the
prediction allowance range are excluded to generate the
prediction error signal.
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8. The video encoding method according to claim 7, further
comprising: refreshing such that a partial area in a picture is
assumed as a refreshed unit area in which encoding by inter-
coding is performed and the refreshed unit area is moved on
a picture-by-picture basis within a prediction allowance
range constituted by a plurality of pictures.

9. A non-transitory computer readable information record-
ing medium storing a video encoding program, causing a
computer for inter-coding or intra-coding image data in an
input video image to form an encoded picture, performs a
method for

generating a prediction error signal from image data and a

predicted value generated by an inter-prediction process
or an intra-prediction process;
quantizing the prediction error signal thus generated;
judging whether a picture is to be taken as a reference
picture or not in a subsequent re-encoding process;

generating a prediction error signal so that only a picture to
be a reference picture is formed when the encoded pic-
ture is formed;

when the picture is judged to be taken as a reference picture

in the subsequent re-encoding process, controlling so
that a quantization step for quantization is smaller than a
case where the picture is judged to be taken as a non-
reference picture;

refreshing such that a partial area in a picture is assumed as

a refreshed unit area in which encoding by intra-coding
is performed and the refreshed unit area is moved on a
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picture-by-picture basis within a prediction allowance
range constituted by a plurality of pictures; and

excluding those predicted values by the intra-prediction
process and the inter-prediction process which are
beyond the prediction allowance range to generate the
prediction error signal.

10. The non-transitory computer readable information
recording medium according to claim 9, performs a method
for

refreshing such that a partial area in a picture is assumed as

a refreshed unit area in which encoding by inter-coding
is performed and the refreshed unit area is moved on a
picture-by-picture basis within a prediction allowance
range constituted by a plurality of pictures.

11. The video encoding device according to claim 1, in a
case where an average quantization level in pictures is repre-
sented as Q, a generated coding amount is represented as S, a
complexity X, which equals S times Q, the complexity of
latest encoding as an I picture is represented as Xi, and the
complexity of latest encoding as a P picture is represented as
Xp, the quantization control unit determines a time distance
between a picture that can be a reference picture and a picture
that can be a reference picture subsequently as a distance
between reference pictures by comparing Xp/Xi with a pre-
determined threshold value T.

12. The video encoding method according to claim 7, fur-
ther comprising: transmitting supplemental information to
specify a picture quantized with a small quantization level.
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